Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Characteristics Series CE, CP, C

2-way slip-in cartridge valves are hydraulically controlled
seat valves that are designed for compact block installa-
tion. Slip-in cartridge, cover, and pilot system are valve
elements that permit single and combined functions.

Series CE offers poppet and sleeve combinations for
directional functions. Series CP offers a cartridge for
pressure functions and has to be combined with cor-
responding covers.

Features

¢ |nstallation cavity and mounting pattern according to
ISO 7368

* 5 poppet shapes

e 5 poppet springs

e Optional seal between ports B and C

e Cover with adjustable stroke limitation

e Cover with mounting pattern for pilot valve assembly

e Combinations for complex functions

¢ Normally open cartridge (CE*F¥)

CA CcC

Pilot control for directional functions

[ e ]
C016C to C040C
| poa

— Pilot control valves
1o for C*C and C*W
have to be ordered
separately

Cartridge
valve CE

normally closed @ 7 B @ B § @ B @ B

A A A A
CE*01 CE*04 CE*07 CE*08 @ see ordering code

ICJ, J, J, C@ @ i |Cl i j} cl | for details

I I
= =
normally open \‘/‘li I_I B \‘/‘li l—J B
A
CE*FO1 CE*IM CE*F07 A CE*F08 A
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Characteristics Series CE, CP, C

Cartridge valve for directional function
normally closed

1:1.67 1:1.04 1:1.67
A, =06A; A,=0.96 A, A, =06A;
Ag=0.4A; Ag=0.4A;

dampening poppet

Normally open
CE*FO01 CE*F04 CE*F07 CE*F08

ES
—
1:1.67
A, =06A; A, =06A;
Ag=04A, Ag=04A,
dampening poppet
Cartridge valve for Pilot control for pressure function
pressure function
Pilot control valves
" for C*C and C*G
CP*_07 have to be ordered
separately
NG16, 25, 32 NG16, 25, 32 NG40 NG50, 63
B

C

: c*C C*C
1@ T T
1:1.04 c
A, =0.96 A; =
Cartridge ‘
normally closed valve CP !
Q @ P B
A
Characteristic curves see complete valves pressure function. c
P*07
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code Series CE, CP, C
CE .
Cartridge Nominal Design Poppet Spring Orifice Seal Design
size area ratio series
(not required
4| for ordering)
Code Size
016 NG16 Code Seal
025 NG25 N NBR
032 NG32 Vv EPM
040 NG40
050 NG50 —{ Code Size Poppet|  Orifice 4
063 NG63 99 all all without orifice,
080 NG80 open
100 NG100 NG16-NG50 | 01, 04 | closed bottom
NG16-NG50 07 plug
— — 00 | NG16-NG32 08 closed bottom
Code | Normal position Description : — NG240-NG50 plug
C Closed No poppet sealing NG63-NG100]| all plug
S Closed With poppet sealing
F23 Open No poppet sealing Code Spring
: L Opening pressure 0.1 bar
Code Poppet area ratio N Opening pressure 0.5 bar
01 Ay=Ag S | Opening pressure 1.6 bar
04 Ap=0.6Ac, Ag = 0.4A, T Opening pressure 2.5 bar
079 Ap=0.96A; U Opening pressure 4.0 bar
08 A, = _O.GAC, Ag =_0.4Ac
with dampening
) Only for spring S, T and U. Not for poppet code 01 (NG16 to NG63).
2) Only with spring code L, only with closed bottom.
3) Not for NG80 and NG100.
4 QOrifice size in 1/10 mm, eg. 1.2 mm orifice - code 12. Thread size 1/16 NPTF.
cP 07 -
- T N
Cartridge Nominal Design Poppet Spring Orifice Seal Design
size area ratio series
A, =0.96A. (not required
- for ordering)
Code Size
016 NG16
025 NG25 C""lde 3‘;‘;
032 NG32 v EPM
040 NG40
050 NG50 —
063 NG63 Code Orifice "
00 Plug
— — 09 0.9 mm for NG16
C%de Norn;:?l pozltlon v Descnfhonr — 1 11 mm for NG25
S CI°Se 5 W?:h'”ppe tsea :_“9 12 1.2 mm for NG32
ose th poppet sealing 13 1.3 mm for NG40
- 14 1.4 mm for NG50
Code ___ Spring 15 | 1.5 mm for NG63
S Opening pressure 1.6 bar
T Opening pressure 2.5 bar
U Opening pressure 4.0 bar For spare parts see "Accessories" in
Bold letters = this chapter.

Short-term availability Fpr o_rlflce recomm?r]dah_ons see "Com-
bination Examples" in this chapter.

) Recommended diameter.
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Catalogue MSG11-3500/UK
Technical Data / Performance Curves

2-Way Slip-In Cartridge Valves
Series CE, CP

Technical data

General
Design type 2-way slip-in cartridge valves according to ISO 7368
Actuation hydraulic
Mounting position unrestricted
Ambient temperature [C°]|-20....+60
MTTF, value [years] [ 150
Nominal size NG16 | NG25 | NG32 | NG40 | NG50 | NG63 | NG80 | NG100
Weight cartridge [kal 0.3 0.6 1.1 1.7 3.7 5.5 12.8 27
Hydraulic
Operating pressure without pilot valve [bar] | 420
port A, B, X, 21, 22 [bar] | 350, 420 (depending on p,,,, of pilot valves)
port Y [bar] According to pilot system, max. 350 (depending on p__ of pilot valves)
Nominal flow at Ap 5 bar  poppet 01, 04, 07 [Vmin]| 250 450 900 1350 1800 3600 5250 8000
poppet 08 [V/min] | 230 400 800 1250 1625 3400 5000 7500
Pilot volume requirement  at poppet 01 [cm?] 2.0 6.5 10.2 17.4 34.5 77.4 190.1 342.6
at poppet 04 2.0 6.5 12.2 20.3 39.4 94.6 190.1 363.4
at poppet 07 2.0 6.5 10.2 17.4 34.5 77.4 - -
at poppet 08 2.0 7.4 15.3 23.2 49.2 111.8 217.3 415.3
) L Poppet 01 / 07 spring: L=01 N=05 S=16 T=25 U=4.0
flow direction A — B
Opening pressure ow direction A= bal | o pet04/08  springg L=02 N=09 S=27 T=4 U=66
) L Poppet 01 / 07 not possible
Opening pressure flowdrectionB>A —[barl | et04/08  spring: L=03 N=13 S=40 T=63 U=10.0
Fluid Hydraulic oil according to DIN 51524
Fluid temperature [C°]|-20...470 (NBR: -25...+70)
Viscosity, permitted [mm?/s] | 20...400
recommended [mm?/s] | 30...80
Filtration ISO 4406 (1999); 18/16/13
Performance curves (without spring and poppet seal, C-chamber unloaded)
Poppet 01, 04, 07 Poppet 08
NG16 NG25 NG32 NG40 NG16 NG25 NG32 NG40
= 10.0 = 10.0
A T ARy By A A4
% 80 T 80 / va
: / /S S f /S
5 60 / / S 60 -
6 / e / S / / / /
(]
5 40 v S 40
[} [}
2 aws i /)
= 20 = 2.
o 4 o
0 /Z% — 0 / ré
0 250 500 750 1000 1250 1500 1750 0 250 500 750 1000 1250 1500 1750
Volume flow [L/min] Volume flow [L/min]
Poppet 01, 04, 07 Poppet 08
10.0 NG50 NG63 NG80 NG100 10.0 NG50 NG63 NG80 NG100
s RVav4 N / /
& 8.0 s 80
£ / = /
o ) S 6o /
2 6.0 Qo 6.
: | /S d : Ay
2 40 £ 40
@ / a /
§ 2.0 / g 20 ) /
a = 7 a z
0 P OZ/
0 2000 4000 6000 8000 10000 0 2000 4000 6000 8000 10000
Volume flow [L/min] Volume flow [L/min]
All characteristic curves measured with HLP46 at 50 °C.
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code / Dimensions Series C*A, Cover w/o Auxiliary Functions
c Al [A -
| | | | |
Cover Nominal Coverwith Without Orifice Seal Design
size X-connection auxilliary series
and gauge function (not required
port GV4" for ordering)
Code Size
016 NG16 Code Seal
025 NG25 N NBR
032 NG32 v FPM
040 NG40
050 NG50 Code Orifice
063 NG63 99 | Without orifice, open
080 NG80
100 | NG100 N S ,

Bold letters = _
Short-term availability

— oLl o=
X Z21C 22 Y

O Orifice position

For orifice recommendations, bolt and seal
kits see "Accessories" in this chapter.

Dimensions
NG16 to NG63 NG80 to NG100
Gauge port G%4" Gauge port G%4"
- ; .|
| - i .
X U orfice Y xH Orifice Y

B
Ports Y, Z1 and Z2: O-ring recess diameter on valve body
Size B L Orifice thread Weight [kg]
NG16 65 36 1/16 NPT 0.9
NG25 85 45 1/16 NPT 1.9
NG32 102 50 1/16 NPT 2.9
NG40 125 60 1/8 NPT 5.3
NG50 140 70 1/8 NPT 8.5
NG63 180 85 1/8 NPT 16.6
NG80 @250 105 1/8 NPT 34
NG100 @ 300 120 1/8 NPT 58
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code / Dimensions Series C*B, Cover with Stroke Limiter
c B N o
| | | | |
Cover Nominal Cover with Adjustment Orifice Seal Design
size X-connec- screw/ series
tion and spindle (not required
stroke limiter for ordering)
Code Size
016 NG16 Code Seal
025 NG25 N NBR
032 NG32 v FPM
040 NG40
050 NG50 Code Orifice
063 NG63 99 | Without orifice, open
080 NG80
100 NG100

Bold letters =

For orifice recommendations, bolt and seal Short-term availability

kits see "Accessories" in this chapter.

X zZ1 Cz2- Y
O Orifice position

Please note: stroke limiter must not be used for shutting off the cartridge valve. Blocking the cartridge valve in
closed position can cause mechanical damage to the stroke limiter and malfunction of the valve.

Dimensions NG16 - NG25

max.L2

Gauge port

L1/,

Ports Y, Z1 and Z2: O-ring recess diameter on valve body

Size B L1 L2 max. Gauge port Orifice thread Weight [kg]
NG16 65 36 72 G%" M6 0.9
NG25 85 45 72 Gla" M6 1.9

CE-C UK.INDD 14.01.22
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Dimensions Series C*B, Cover with Stroke Limiter

Dimensions NG32 - NG50

o
é |
S
Gauge port\ |
Y i
|
X Y
Orifice
It N
@ ‘%21 @
4405
aZ2
@) +*(®)
4 B
I

Ports Y, Z1 and Z2: O-ring recess diameter on valve body

Dimensions NG63 Dimensions NG80-100

L2

max.L2

Gauge port—_

: 1 : ¥ J
Gauge port — | |
il =

- RN

X Y Orifice

Orifice

Ports Y, Z1 and Z2: O-ring recess diameter on valve body

Size B L1 L2 max. Gauge port Orifice thread Weight [kg]
NG32 102 50 48 Gva" 1/16 NPT 2.91
NG40 125 60 50 GW" 1/16 NPT 5.39
NG50 140 70 50 Gv" 1/16 NPT 8.41
NG63 180 85 65 (€17 1/8 NPT 15.1
NG80 @ 250 105 95 GW" 1/8 NPT 34.0
NG100 @ 300 120 120 (€Y% 1/8 NPT 60.0
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Catalogue MSG11-3500/UK
Ordering Code / Dimensions

2-Way Slip-In Cartridge Valves

Series C*C, Cover f. Pilot System Mounting

7

Design
series
(not required
for ordering)

C C A
| | | | |
Cover Nominal Cover Without @ <é?’ifice@/> @ Seal
size for pilot auxilliary choke
system function
mounting
Code Size
016 NG16
025 NG25
032 NG32
040 NG40
050 NG50
063 NG63
080 NG80
100 NG100
Attention:

For NG50 and larger:
If pilot system NGO06 should be used, mount adapter
plate PADA 1007/A-B/B-A or PADA 1007/A-A/B-B (NG10
to NGO6) see "Accessories" in this chapter.

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

Bold letters =
Short-term availability

Dimensions NG16

CE-C UK.INDD 14.01.22

Section A-A

Section B-B

Gauge
port

>

Code Seal
N NBR
Y FPM
Code Orifice
99 | Without orifice, open

00 Plug

NG16 to NG40

444444444444 B
_4_4_4£J:4__L
c z

NG50 to NG100

P__A B

LA -

!

I

! '

I

i

X 22 C
O Orifice position

Section C-C
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Catalogue MSG11-3500/UK
Dimensions

2-Way Slip-In Cartridge Valves
Series C*C, Cover f. Pilot System Mounting

Dimensions NG25 to NG40

Section A-A

Gauge
port

Gauge
port

Section B-B

& 4 (&

Dimensions NG50 to NG63

Section A-A Section B-B

Section C-C
B

Gauge
port

Gauge
port ‘ ‘
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Catalogue MSG11-3500/UK
Dimensions

2-Way Slip-In Cartridge Valves
Series C*C, Cover f. Pilot System Mounting

Dimensions NG80 to NG100

Section A-A Section B-B Section C-C
P T A
T Gauge
L port
2 S— _
X U Y
Gauge @ @
port B C»
-
/RN
P ~ s A
- ‘21 .
\\
> :
' \
m 7 | T O f
/7N _ T B e \Y
A NI/ N4 A
9 ,
\ | 7
N
{ >
N
) - /‘\22 .
< /AN _ -
=~
L
Bw| Cw»
Orifice thread
Size B L Gauge port |Weight [kg] @ @ @ @ @ @
NG16 791 40 G%" 1.0 M5 M5 M5 M5 M5 M5
NG25 85 45 (CV/% 1.9 M5 M5 M6 M6 M6 M6
NG32 102 50 G¥a" 2.9 M5 M5 M6 M6 M6 M6
NG40 125 60 G¥a" 5.3 M5 M5 M6 M6 M6 M6
NG50 140 70 G¥a" 8.5 M6 M6 M8 M8 M8 M8
NG63 180 85 G¥a" 15.3 M6 M6 M8 M8 M8 M8
NG80 @250 105 GYa" 34 1/16 NPT 1/16 NPT 1/8 NPT 1/8 NPT 1/8 NPT 1/8 NPT
NG100 @ 300 120 G¥a" 60 1/16 NPT 1/16 NPT 1/8 NPT 1/8 NPT 1/8 NPT 1/8 NPT
1) Width 65 mm.
CE-C UK.INDD 14.01.22
8-13 Parker Hannifin Corporation




Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code / Dimensions Series C*F, Cover with Pressure Valve
C F o
| | | | | v | |
|
Cover Nominal Cover with Pressure Pressure Orifice / Seal Design
size pressure range adjustment choke series
relief valve (not required
for ordering)
Code Size
016 NG16 o Seal
025 NG25 "’1 e N:’;
032 NG32
\ FPM
P
Code ress[tljjr;lar]range Code Orifice
07 75 99 | Without orifice, open
10 105 Frmm -
17 175 : i
21 210 i i
25 250 : :
35 350 X"z C TN
O Orifice position
Code Adjustment
S Hand knob (standard) Bold letters =
A | Acorn nut with lead seal . -
L Cylinder lock Short-term availability

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

Dimensions e = N\
@ —Z1 Acorn nut
T with lead seal
ASY
DD: \\\:L’ll
‘) Hand knob
| L2
L4
— | 1
I p—
_£ 4 -‘ Cvli
L ylinder lock
X @ 65 ¢ @ \
! L3 |25, |
Ports Z1 and Z2: O-ring recess diameter on valve body
Orifice thread
Size B H L1 L2 max. L3 L4 @ @ @
NG16 65" 40 325 114 125.5 117 M5 M4 M5
NG25 85 45 42.5 102 114 105 M5 M5 M5
NG32 102 50 51 95 106 97.5 M6 M6 M6
) Width 79 mm.
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code / Dimensions Series C*G, Cover with Pressure Valve
C G i
L
- 7T T T T 006060 [ |
Cover Nominal Cover with Pressure Pressure Orifice / Seal Design
size pressure range adjustment choke series
relief valve (not required
H for orderin
Code Size —, and pilot 9
016 NG16 systi_m
mounting
025 NG25 Cilde 3:’:
032 NG32
\ FPM
P
Code ress[l;)raer]range Code Orifice
07 75 99 | Without orifice, open
10 105
17 175
21 210
25 250
35 350
X
Code Adjustment O Orifice position
S Hand knob (standard) Bold letters =
A | Acorn nut with lead seal . -
3 Cylinder lock Short-term availability

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

Dimensions
21 Acorn nut
with lead seal
o -4_ N e:tsu 9 -
O \ 1_’,'X NIgY
© ea
<> 4’:;} \) Hand knob
N Lz |
| L1 ' L2
L4
®a
1
I "“oto“ II.I
I »op xoxu".}
Cylinder lock
@5 X C @ Y
| L3 25
I T 1
Ports Z1 and Z2: O-ring recess diameter on valve body
Orifice thread
Size B H L1 L2 max. L3 L4 @ @ @ @
NG16 657" 40 32.5 114 125.5 117 M5 M5 M4 M5
NG25 85 45 42.5 102 114 105 M5 M5 M5 M5
NG32 102 50 51 95 106 97.5 M6 M6 M6 M6

) Width 79 mm.
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Ordering Code / Dimensions Series C*H, Cover with Stroke Limiter

Ordering code

Cc H N N
| OXOIONO,
Cover Nominal Stroke Screws Orifice / Seal Design
size limiter and with lock choke NBR series
- | DC valve nut (not requ_ired
Code Size mounting for ordering)
016 NG16 pattern
025 NG25
032 NG32
040 NG40
050 NG50
063 NG63 Code Orifice
080 NGS80 99 | Without orifice, open
100 NG100 00 Plug

Please note: stroke limiter must not be used for shutting off the cartridge valve.
Blocking the cartridge valve in closed position can cause mechanical damage to
the stroke limiter and malfunction of the valve.

Attention:

For NG63, 80 and 100:

If pilot system NGO6 should be used, mount adapter plate
PADA 1007/A-B/B-A or PADA 1007/A-A/B-B (NG10 to
NGO06), see "Accessories" in this chapter. Q Orifice position

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

Bold letters =
Short-term availability

Dimensions NG16

Gauge port

i A Section A-A
AF18 B
AF22

1

@K oAt /D N

T

P i T ] [ o
1, ¢, e

Y —_—T 1
H U Z1 Z2
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Dimensions Series C*H, Cover with Stroke Limiter

Dimensions NG25 to NG63

- A Section A-A Gauge port

D) ® x
N/ IS

C_ 11 )

0B
|
|
. O
|
|
[ ]

h1

/4} [

w

.¢.
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves
Dimensions Series C*H, Cover with Stroke Limiter

Dimensions NG80 to NG100

Section X
AF30
Gauge port
AF55
T oy ¢
Co] o &
b P
I= = | | | % @
D ﬁ *
! Y :
22 @/ U 71
*
Section X
[
Orifice thread
Size B B1 H h h1 t Gauge port @ @ @ @
NG16 65 - 125 85 76 27 G1/4 M5 M5 M5 M5
NG25 85 - 114 85 70 36.5 G1/4 M6 M6 M6 M6
NG32 102 - 132.5 85 56 47.5 G1/4 M6 M6 M6 M6
NG40 125 - 142 85 50 64 G1/4 M6 M6 M6 M6
NG50 140 - 147.5 85 60 72.5 G1/4 M8 M8 M8 M8
NG63 180 - 161 110 75 90 G1/4 M8 M8 M8 M8
NG80 @ 250 119 215 120 94 122 G1/4 1/8 NPT 1/8 NPT 1/8 NPT 1/8 NPT
NG100 @300 | 144 240 120 85 145 G1/4 1/8 NPT 1/8 NPT 1/8 NPT 1/8 NPT
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Catalogue MSG11-3500/UK 2-Way Slip-In Cartridge Valves

Ordering Code / Dimensions Series C*V, Cover with Shuttle Valve
Ordering code -
C \'} A
Lo
| | | [ 0@ 60 ® | |
Cover Nominal Cover with w/o Orifice / Seal Design
size shuttle additional choke series
valve option (not required
for ordering)
Code Size
016 NG16 c 3
025 NG25 ‘;‘de N;‘;
032 NG32 v ==
040 NG40
050 NG50 Bold letters =
063 NG63 Short-term availability Code Orifice
99 | Without orifice, open

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

Dimensions X
Section A-A O Orifice position
[ ] [ [
|
@ L ®
@ AlllT(iiB -@
T
- 3 .........
|
IR ErEEE
yal I )
T T
X ] Y
m
Port Z2: O-ring recess diameter on valve body
Orifice thread
Size B H L1 @ @ @ @
NG16 65 86.5 85 M5 M5 M5 M5
NG25 85 91.5 85 M5 M5 M5 M5
NG32 102 96.5 102 M5 M5 M5 M5
NG40 125 106.5 125 M6 M6 M6 M6
NG50 140 126.5 140 M8 M8 M8 M8
NG63 180 141 180 M8 M8 M8 M8
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m 8-19 Parker Hannifin Corporation




Catalogue MSG11-3500/UK

Ordering Code / Dimensions

2-Way Slip-In Cartridge Valves
Series C*W, Cover with Shuttle Valve

C w o |A o
| T OO0 ik
Cover Nominal Cover with w/o Orifice / Seal Design
size shuttle additional choke series
valve and option (not required
i for orderin
Code Size pilot sy§tem 9)
mounting
016 NG16
025 NG25 Code Seal
032 NG32 c ’:PBS
040 NG40
050 NG50 Bold letters =
063 NG63 Short-term availability Code Orifice

99 | Without orifice, open

For orifice recommendations, bolt and seal kits see
"Accessories" in this chapter.

O Orifice position

Dimensions
Q A@ B @ Section A-A @ P
: 12
- -
=Ty, 7—|E o)
|i © ©
T
For NG50, NG63
o 2N _Q
168 & 0 .
T 9.
T
Ik - =
ol
" 2.5 mm at NG16 4
Port Z2: O-ring recess diameter on valve body
Orifice thread

Size B H L1 @ @ @ @
NG16 65 40 77.5 M5 M5 M5 M5
NG25 85 45 85 M5 M5 M5 M5
NG32 102 50 102 M5 M5 M5 M5
NG40 125 60 125 M6 M6 M6 M6
NG50 140 70 140 M8 M8 M8 M8
NG63 180 85 180 M8 M8 M8 M8
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